SOOW Multi Conductor Portable Control Cable

Conductor Bare class K extra flexible soft annealed copper —
per ASTM B-174

Insulation Colour coded synthetic rubber

Jacket Black oil and weather resistant CPE

Temperature  -40°C to +90°C

Voltage 600V

Applications Designed for outdoor/indoor use in signal circuits and control uses in industrial plants, breweries, theatres,
steel mills, process facilities and construction sites. Production line push button controls, systems and alarms.

Approvals CSA C22.2 No. 49 FT1/FT2, UL-62, RoHS Compliant, MSHA Approved
Packaging 300m spools, Long length Reels cut to length.
Colour Code Per ICEA table K-1 (Chart 16)

Nom. Nom.
Product AWG Cond. Insul. Jacket Nom. O.D.

Ship.

o -
Code Size # of Cond. Strand Thickness Thickness  (Inches) AMPS :’I:::/Igmri":

(Inches) (Inches)
12F1806 18 6 16 .030 .080 510 5.6 150

12F1808 18 8 16 .030 .080 .560 4.9 180

12F1812 18 12 16 .030 .080 .640 35 240

12F1816 18 16 16 .030 .095 .750 35 320

12F1824 18 24 16 .030 .095 .890 3.1 440

12F1850 18 50 16 .030 110 1.13 1.30 803

12F1607 16 7 26 .030 .080 .550 7 190

12F1610 16 10 26 .030 .080 .670 5 265

12F1614 16 14 26 .030 .095 .750 5 360

12F1618 16 18 26 .030 .095 .830 5 435

12F1624 16 24 26 .030 .095 .940 4.5 555

12F1637 16 37 26 .030 110 1.10 4 810

12F1406 14 6 41 .045 .095 .705 10.5 310

12F1408 14 8 41 .045 .095 .760 10.5 430

12F1412 14 12 41 .045 .095 .855 7.5 550

12F1416 14 16 41 .045 .110 .995 7.5 665
*Ampacities (Amps per conductor) are based on 30°C ambient temperature in air, 90°C conductor temperature.
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Nom. Nom.
AWG Cond. Insul. Jacket Nom. O.D.

Ship.

" .
Size sl Strand Thickness Thickness (Inches) S peElght
Ibs/mft

(Inches) (Inches)
12F1420 14 20 41 .045 110 1.070 7.5 800

12F1436 14 36 41 .045 125 1.40 6 1350

12F1206 12 6 65 .045 .095 .740 16 385

12F1208 12 8 65 .045 .095 .795 14 465

12F1210 12 10 65 .045 .095 .885 10 590

12F1214 12 14 65 .045 110 1.02 10 730

12F1220 12 20 65 .045 110 1.16 10 1025

12F1230 12 30 65 .045 125 1.42 9 1470

12F1006 10 6 104 .045 .095 .840 20 465

12F1008 10 8 104 .045 .095 .880 17.5 595

12F1012 10 12 104 .045 110 1.09 12.5 880

12F1020 10 20 104 .045 125 1.365 125 1388
*Ampacities (Amps per conductor) are based on 30°C ambient temperature in air, 90°C conductor temperature.

ICEA Method 1-E1 (K-1)

No. Colour Code No. Colour Code No. Colour Code No. Colour Code
1 Black 10 Orange/Black 19 Blue/Red 28 Black/Red/Green

3 Red 12 Black/White 21 Orange/Green 30 Red/Black/Green

Green/White 23 White/Black/Red 32  Orange/Black/Green

Orange 14

7 White/Black 16 Black/Red 25 Green/Black/White 34  Black/White/Orange

9 Green/Black 18 Orange/Red 27 Blue/Black/White 36  Orange/White/Blue
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