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USEB90 600V

Conductor  Aluminum stranded conductors are Class B  
compact 1350 aluminum.

Neutral 
Conductor

An annealed, plain copper wire serving is  
applied over top of the two power conductors.

Insulation  Sunlight Resistant Black Linear Low Density Polyethylene (LLDPE)
Jacket  Black PVC 
Voltage  600V  
Approvals   CSA certified and meets the USEB-90 cable requirements of CSA C22.2 No. 52

Product Code

Phase Conductors Reduced Neutral  
Conductor

Overall

AWG
No. of 
Wires 

(1)

Ins. 
Thkn. 
(mm)

Jacket 
Thkn. 
(mm)

No. of Wires 
x Size 
(AWG)

Equivalent 
AWG Size

Effective  
Diameter 

Thkn. x Width 
(mm)

Approx. 
Weight  
(kg/km)

Ampacity 
(2)

230005 4 7 1.14 2.03 7 x #16 8 15 x 22 405 75
230202 2 7 1.14 2.03 11 x #16 6 16 x 25 557 100
230010 1 19 1.40 2.03 13 x #16 5 17 x 28 670 115

235340104 1/0 19 1.40 2.03 17 x #16 4 18 x 30 804 135
230030 2/0 19 1.40 2.03 21 x #16 3 19 x 32 956 150
230040 3/0 19 1.40 2.03 26 x #16 2 20 x 34 1143 175

235340108 4/0 19 1.40 2.03 21 x #14 1 24 x 39 1366 205
230050 250 37 1.65 2.03 26 x #14 1/0 24 x 40 1651 230
230100 300 37 1.65 2.79 21 x #12 4/0 29 x 46 2090 260
230200 350 37 1.65 2.79 26 x #12 3/0 29 x 48 2436 280

2300300 500 37 1.65 2.79 25 x #10 250 33 x 55 3392 350

(1) Actual number of wires may differ for compact round stranded aluminum conductors using single input wire (SIW) or compact round concen-
tric -lay-stranded aluminum conductors.
(2) The ampacity ratings are based on Table 4 of the 2015 Canadian Electric Code (C22.1) (90* C conductor temperature, 30*C ambient).  Ampacity 
ratings may be used for single circuit applications of cables directly buried, in buried duct, in duct bank or in conduit.
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