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3 Conductor Aluminum Teck 90

Product  
Code

AWG 
Size

Bonding 
AWG

(Bare Grnd)

Under 
Armour 

Diameter

Over 
Armour 

Diameter

Outer 
Jacket 

Diameter
Weight Aluminum

In mm In mm In mm lbs/mft kg/km
19E0603 6 8 0.803 20.40 1.071 27.20 1.181 30.00 540 804
19E0403 4 8 0.937 23.80 1.200 30.50 1.338 34.00 717 1068
19E0203 2 6 1.062 27.00 1.326 33.70 1.448 36.80 850 1265
19E0103 1 6 1.212 30.80 1.476 37.50 1.614 41.00 1046 1557

19E03 1/0 6 1.291 32.80 1.555 39.50 1.696 43.10 1185 1764
19E003 2/0 6 1.385 35.20 1.681 42.70 1.830 46.50 1393 2073

19E0003 3/0 4 1.480 37.60 1.775 45.10 1.917 48.70 1534 2283
19E00003 4/0 4 1.594 40.50 1.944 49.40 2.094 53.20 1841 2741
19E2503 250 4 1.795 45.60 2.149 54.60 2.287 58.10 2208 3286
19E3003 300 4 1.905 48.40 2.255 57.30 2.417 61.40 2506 3730
19E3503 350 3 2.003 50.90 2.350 59.70 2.511 63.80 2731 4064
19E5003 500 3 2.251 57.20 2.602 66.20 2.791 70.90 3422 5092
19E7503 750 2 2.779 70.60 3.125 79.40 3.244 82.40 4525 6734

Conductor 6 AWG through 750 kcmil aluminum  
(8000 series) compact class "B" strand

Armour Aluminum interlocked armour
Insulation Cross-linked Polyethylene (XLPE) Type RW90
Temperature -40°C to +90°C
Voltage 1000V
Inner Jacket Polyvinyl Chloride (PVC), black
Outer Jacket Low acid gas, flame-retardant, moisture and sunlight resistant Polyvinyl Chloride (PVC), black 
Applications For concealed or exposed wiring in dry or wet locations.  

For exposed wiring in dry locations where subjected to corrosive action if suitable for corrosive conditions 
encountered.
For exposed wiring where subjected to the weather.
For use in ventilated, non-ventilated and ladder-type cable trays in dry or wet locations.
For direct earth burial (with protection as required by inspection authority)
For service entrance above or below ground.

Approvals Industry compliances: CSA Standard C22.2 No. 131, No. 38,  No. 174, and No. 2256
RoHS Flame test compliances: CSA FT4  
Hazardous Location
SUN RES (outer jacket) SUN RES on inner jacket and insulated conductor available upon request
Direct Burial Acid Gas: CSA AG14 
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