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ACSR Bare Overhead Conductor
CONCENTRIC LAY STRANDED

Product 
Code

Code 
Word

AWG Size Stranding Cross-Section 
(mm2) OD 

mm

Nominal Mass Rated 
Strength 

kNAWG or 
kcmil mm2 AL Steel Total AL Total AL Steel

240810 Swan 4 21.2 6 1 24.7 21.2 6.36 85.62 58.16 27.46 8.15
240830 Sparrow 2 33.6 6 1 39.2 33.6 8.01 139.2 92.25 46.97 12.4
240840 Robin 1 42.4 6 1 49.5 42.4 9.00 171.5 116.5 54.99 15.5
240860 Raven 1/0 53.5 6 1 62.4 53.5 10.1 216.4 147.0 69.40 18.9
240870 Quail 2/0 67.4 6 1 78.6 67.4 11.3 272.2 184.9 87.31 23.5
240880 Pigeon 3/0 85.0 6 1 99.3 85.0 12.8 344.1 233.7 110.40 29.6
240890 Penguin 4/0 107.2 6 1 125.1 107.2 14.3 433.4 294.4 139.00 37.3
240900 Partridge 266.8 135.2 26 7 156.9 135.2 16.3 544.6 372.8 171.90 50.0
240896 Merlin 336.4 170.5 18 1 179.7 170.5 17.4 542.4 468.8 73.57 39.3
240894 Linnet 336.4 170.5 26 7 198.4 170.5 18.3 688.9 471.4 217.50 62.4
240950 Ibis 397.5 201.4 26 7 234.1 201.4 19.9 812.3 556.5 255.80 71.5
240897 Oriole 336.4 170.5 30 7 210.3 170.5 18.8 782.8 471.9 310.9 76
241005 Pelican 477 241.7 18 1 254.5 241.7 20.7 768.4 664.2 104.2 54.5
241000 Hawk 477 241.7 26 7 280.8 241.7 21.8 974.2 667.9 306.30 85.8
241035 Dove 556.5 282.0 26 7 328.5 282.0 23.6 1140 781 358.9 100
241130 Grosbeak 636 322.3 26 7 374.3 322.3 25.2 1300 889.5 410.3 111
241151 Drake 795 402.8 26 7 468.0 402.8 28.1 1624 1113 511.4 138
241140 Curlew 1033.5 523.7 54 7 590.2 523.7 31.6 1981 1452 529.4 163
241142 Grackle 1192.5 604.3 54 19 679.7 604.3 34 2278 1675 603.3 189
241157 Bittern 1272 644.5 45 7 689.1 644.4 34.2 2137 1788 349.0 157
241158 Pheasant 1272 644.5 54 19 726.8 644.5 35.1 2433 1792 641.1 200
241061 Falcon 1590 805.7 54 19 908.7 805.7 39.3 3043 2240 803.7 250
241170 Bluebird 2156 1092.5 84 19 1182 1092.5 44.8 3743 3046 697.1 282

Conductor  Composite concentric-lay-stranded conductor.
The steel strand or strands form the central  
core of the conductor, around which is  
stranded one or more layers of aluminum  
1350-H19 wires.  The steel core mare consist of a single strand or a concentric stranded cable of 7, 19, 37 or 
more wires.  Numerous combinations of aluminum and steel strands and layers are possible.  

Approvals   Manufactured in accordance with the requirements of the latest applicable issue of CAN/CSA C61089
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