Bare Copper Wire

(SOFT, MEDIUM OR HARD DRAWN)

Description Solid and stranded bare copper conductors

Application
systems and on insulators for overhead
transmission and distribution applications.
Stranded: Suitable for use in electrical

Solid: Suitable for use in electrical grounding

grounding systems (including counterpoise grounding) and on insulators for overhead trasmission and

distribution applications.
Specification

Solid: ASTM B-1 Hard-Drawn, B-2 Medium-Hard-Drawn, B-3 Soft or Annealed, B-33 Tinned

Stranded: ASTM B-1 Hard-Drawn, B-2 Medium-Hard-Drawn, B-3 Soft or Annealed, B-8 Concentric Lay
Stranded, B-33 Tinned, B-787 Combination Strand

REA/RUS Approved
Federal Standard QQ-W-343
RoHS Compliant

Solid

Nominal OD

Size Stranding
Inch mm

Weight

Ibs/ kgs/
mft km
429 6.25

Product

Code

2BS1801 18 Solid 0.0403 0.1

Stranded

Nominal OD Weight

Size Stranding Ibs/ kgs/
Inch mm
mft km

0.073 1.85 13 19

Product

Code

2BS1407 14 7

2BS1401 14 Solid 0.0638  1.62 124 18

2BS1001 10 Solid 0.102 259 314 47

Solid

National

2BS0601 6 0.162 4.11 79 118

Q00O
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2BS0807 8 7/.0486 0.146 3.71 51 74

2BS0407 4 7/0772 0232 589 129 192

2BS019 1/0 19/.0745 0372 945 326 485

2BS00019 3/0 19/.0940 047 1194 518 771

2BS25037 250 37/.0822 0.575 1461 772 1149

2BS35037 350 37/.0973 0.0973 248 1081 1610

2BS50037 500 37/1162 0.1162 296 1543 2296

2BS100061 1000 61/.1280 0.1128 3.26 3088 4663
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