Category 3 UTP-CMP - PLENUM

Product The ideal choice for LAN transmission with
Desscription specified bandwidth up to 16 MHz. These
cables are used for voice and data \
communications and can handle application —
bandwidths up to 16 MHz. Other uses for these
cables include indoor use on customer premises for the interconnection of telephone key systems, PBX
and intercom systems.

Conductor Solid annealed copper
Insulation Thermoplastic
Jacket Flame retardant, low smoke PVC Grey or White
Approvals UL444
UL Listed CMP (NFPA 262)

ANSI/TIA/EIA-568-B.2 CAT 3
ANSI/TIA-568-C.2
RoHS- compliant

Applications Use for voice and datacommunications, alsoinclude indoor use on customer premises for the interconnection
of telephone key systems, PBX and intercom systems.

Nominal Nominal Approx.
Diameter Impedance Weight
in (mm) (ohms) Ibs/kft (kg/km)
0.15(3.7) 100 £ 15 14 (20) 5

Colour
Code

Product

Code

4252403 24

w

4252425 24 25 0.43 (10.9) 100 + 15 114 (171) 5

42524100 24 100 0.84 (21.3) 100 + 15 446 (665) 5

Chart No. 5* Paired
Pair # Colour Colour Colour
1 Blue/White 11 Blue/Black Blue/Purple

Green/White 13 Green/Black Green/Purple
Grey/White 15 Grey/Black Grey/Purple
Orange/Red 17 Orange/Yellow Orange/Pink

Brown/Red 19 Brown/Yellow Brown/Pink

*Note: In cable constructions containing more than 25 pair, the colours are repeated as necessary. Colour coded binders are used to

identify 25 pair groups of colour coded pairs.
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