
ISO 9001: 2015

Part Number 70 -
Product Description

Specifications Reference

International Municipal Signal Association Inc.; Specification No. 50-2

Additional Specifications None

Standard Jacket Print

Construction Details

Conductor
Description 18 AWG 16 Strand Tinned Copper

Standard ASTM B33

Nominal Diameter 0.0470 inch (1.194 mm)

Type Bunched

Insulation
Material High Molecular Weight Linear Low Density Polyethylene

Thickness 0.030 inch (0.762 mm)

Nominal Diameter 0.109 inch (2.769 mm)

Conductors Identification

Colour

Bonding
Conductor None

Cable Core Assembly
Nominal Diameter 0.271 inch (6.886 mm)

Fillers Polypropylene Fillers

Separator Tape Clear Mylar Tape

Overall Shield Tape Aluminum/Mylar Tape

Drain 20-7T Copper Concentric

Drain Nominal Diameter 0.038 inch (0.960 mm)

Jacket
Nominal Diameter 0.337 inch (8.562 mm)

Minimum Average Thickness 0.030 inch (0.762 mm)

Material High Molecular Weight, Linear Low Density Polyethylene (LLDPE)

Ripcord NYLON (x2)

Color To be specified

Electrical Parameters

Voltage 600 V

Conductor Resistance 23.4600 Ohm/km @20C 7.1507 Ohm/1000 ft @20C

Inductive Reactance 0.1390 Ohm/km @60 Hertz 0.04236 Ohm/1000 ft @60 Hertz

Capacitance 41.96 pF/m 12.79 pF/ft

Inductance (HF) 0.307 μH/m 0.094 μH/ft

Impedance 81.98 Ohm

Mechanical Parameters

Flame Test Rating N/A

Temperature Rating -40 to 80C

Overall Cable Diameter 0.337 inch (8.562 mm)

Cable Weight 82.37 kg/km 55.35 lbs/1000 ft

Copper Content 34.51 kg/km 23.19 lbs/1000 ft

Max Pull Tension (Eye) 31.93 kgf 70.40 lbf

Min Bending Radius 68 mm (installed) 2.7 inch (installed)

Min Installation Temperature -25C
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Not Available

work order #, month, year, meter markings (every 1 meter)

Deca Cables makes all reasonable efforts to ensure accuracy of the information at the time this datasheet is generated. The information and specifications presented herein are subject to 

error or omission and to change without notice. This product datasheet does not ensure product availability. Deca Cables provides the information and specifications in this datasheet 

with no representations or warranties, whether express, statutory or implied. This product datasheet is not to be considered a warranty or quality specification. Regulatory information is 

for guidance purposes only. Product users are responsible for determining the applicability of legislation and regulations based on their individual usage of the product. 
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