Super Vu-Tron® Supreme Type SOOW - 600 Volt

UL/CSA
Conductor 18 through 10 AWG fully annealed stranded #
tinned copper per ASTM B-174 —W'i:
Insulation Premium-Grade Colour-Coded Oil-Resistant
105° EPDM
Jacket Super Vu-Tron© Supreme, Yellow
Temperature  -50°Cto +105°C
Voltage 600V

Applications Machine tools, power tools, dockside power applications, motor leads, portable machinery, cranes,
submersible pumps

Approvals UL Flexible Cord - UL Subject 62, CSA Flexible cord - C22.2-49, MSHA Approved, OSHA Acceptable, JC 580,
RoHS Compliant, CE Mark on 10 and 12 AWG SOOW

Packaging 250'(76.2 m), 500’ (152.4 m), 1000’ (304.8 m), other put-ups available

Features Super-tough construction can withstand daily abuse, temperature extremes and high-stress industrial
environments. Class M Stranding (34 AWG) on all constructions for maximum flexibility. Tinned copper
condustors for enhanced soldering performance and corrosion resistance. Durable jacket is now printed
with TRU-Mark® sequential footage markeing, RoHS compliance and CE Mark on 10 and 12 AWG SOOW.

AWG Insulation Nominal Cable Standard

Product Size #of Cond. Stranding Thickness 0.D. Weight
(Inches) (Inches) (Ibs/m)
1211803-50 18 3 41/34 0.030 0.375 10 80 250’

Length

1211603-50 16 3 65/34 0.030 0.395 13 100 250’

1211605-50 16 5 65/34 0.030 0.515 8 150 250’

1211404-50 14 4 105/34 0.045 0.575 15 215 250’

1211204-50 12 4 168/34 0.045 0.650 20 280 250’

1211004-50 10 4 259/34 0.045 0.710 25 375 250’

No. of Cond. Colour Code
2 Black, White

4 Black, White, Red, Green/Yellow
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