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T90 600V Insulated Wire

Conductor  Single stranded bare copper conductor.  
AWG 14 (19 strands) through AWG 4/0 (19 
strands) use combination unilay stranding, all 
other sizes use compressed stranding.

Insulation Heat and moisture-resistant thermoplastic polyvynyl chloride (PVC)
Temperature  -25°C to +90°C dry, 75°C wet, 6o°C exposed to oil
Jackets  Standard colours are available.

T90 is not sunlight resistant.
Application  General purpose building wire for installation as exposed or concealed wiring and in raceways (except cable 

troughs) in dry or damp locations. 
Approvals ASTM B3, B8 and B787

Built to CSA 22.2 No. 75, LL90458
-25°C Cold Bend Test Compliant
Canadian Electrical Code
CSA FT-1 Flame Test, UL, c(UL) and CSA listed

Product 
Code

AWG 
Size Strands

Insulation 
Thickness

Jacket 
Thickness

Approx. 
Diameter

Approximate 
Cable  

Weight

Allowable Ampacity*
 (amps)  

30ºC Ambient)
mm in mm in mm in kg/km lbs/mft 60ºC 75ºC 90ºC

273000 14** 1 0.38 0.015 0.10 .004 2.59 .102 23 15 15 20 25
273100 12** 1 0.38 0.015 0.10 .004 3.02 .119 34 23 20 25 30
273200 10** 1 0.51 0.020 0.10 .004 3.81 .150 55 37 30 35 40
273500 14** 19 0.38 0.015 0.10 .004 2.77 .109 23 15 15 20 25
273600 12** 19 0.38 0.015 0.10 .004 3.25 .128 36 24 20 25 30
273700 10** 19 0.51 0.020 0.10 .004 4.09 .161 57 38 30 35 40
273800 8 19 0.76 0.030 0.13 .005 5.41 .213 93 63 40 50 55
273900 6 19 0.76 0.030 0.13 .005 6.32 .249 141 95 55 65 75
274000 4 19 1.02 0.040 0.15 .006 8.08 .318 227 152 70 85 95
274100 3 19 1.02 0.040 0.15 .006 8.79 .346 281 189 85 100 115
274200 2 19 1.02 0.040 0.15 .006 9.60 .378 349 234 95 115 130
274300 1 19 1.27 0.050 0.18 .007 11.0 .435 446 299 110 130 145
274400 1/0 19 1.27 0.050 0.18 .007 12.0 .474 553 372 125 150 170
274500 2/0 19 1.27 0.050 0.18 .007 13.2 .518 687 462 145 175 195
274600 3/0 19 1.27 0.050 0.18 .007 14.4 .568 856 575 165 200 225
274700 4/0 19 1.27 0.050 0.18 .007 15.8 .624 1068 718 195 230 260
274800 250 37 1.52 0.060 0.20 .008 17.6 .694 1266 851 215 255 290
274900 300 37 1.52 0.060 0.20 .008 18.9 .747 1506 1012 240 285 320
275000 350 37 1.52 0.060 0.20 .008 20.2 .797 1747 1174 260 310 350
275100 400 37 1.52 0.060 0.20 .008 21.4 .842 1985 1334 280 335 380
275200 500 37 1.52 0.060 0.20 .008 23.5 .926 2462 1655 320 380 430
275300 600 61 1.78 0.070 0.23 .009 26.0 1.024 2957 1987 350 420 475

* Allowable ampacities are for general use as specified by the Canadian Electrical Code, Part 1, 2015, Table 2
** These ampacities must be in compliance with rule 14-104(2) of the Canadian Electrical Code, Part 1, 2015
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